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The server 192,168,1.1 at ADSL Modem requires a username
and password,

A arning: leis server is requesking tha!: your username and
password be sent in an insecure mannet (basic authentication
without a secure conneckion),

Lser name: I €7 admin j

Password; I sesnel

[ Remember my password

Ok Cancel
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D-Link

Building Networks for People

DSL-2320B

% Home Advanced Tools Status
- Wizard
| Wizard
This Quick Setup wil guide you through the steps necessary to configure your DSL Modem.
"
WAN ATM PVC Configuration.

Select the check box below to enable DSL Auto-connect process.

[T DSL Auto-connect

Logout

The Virtual Path Identifier (VPI) and Virtual Channel Identifier (VCI) are neaded for setting
up the ATM PVC. Do not change VPI and VCI numbers unless your ISP instructs you
otherwise.

VPI: [0-255] |u
VCI: [32-65535] |35
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D-Link

Building Networks for People

DSL-2320B

Q Home Advanced Tools Status
Wizard
| Wizard Connection Type

Select the type of network protocol and encapsulation mode aver the ATM PVC that your ISP has
instructed you to use.

' PPP gver ATM (PPPOA)

PP aver Ethernet (PPPOE)

© Bridgin
Logout e

LA0

Encapsulation Mode
|LLC/SNAP-BRIDGING =]

Back  Next
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‘Home B Advanced Tools Status

Wizard

PPP usually requires that you have a user name and password to establish your connection.
In the boxes below, anter the user name and password that your ISP has provided to you.

PPP Username: username@value.net |

PPP Password: sssssss |
Authentication Method: [AUTO

Logout

Dial on demand (with idle timeout timer)

PPP IP extension
Keap Alive

Use Static IP Address

Obtain default gateway automatically:

Use the following default gateway:

 Use 1P Address: |

€ Use WAN Interface: |pppoe_0_35_1/ppp_0_35_1
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